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CUSTOMER

DATE

DWG

JW604HLL

± 0.03 ± 0.010

Stahlin Non-Metallic Enclosures

500 Maple Street

Belding, Michigan 48809

Phone: 616-794-0700

Fax:  616-749-3378

SCALE
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1, 3R, 4X, 6P, 12

COLOR:

NEMA 250: TYPE

UNLESS SPECIFIED

TOLERANCES

PART NUMBER

.XX .XXX

JW604HLL

SPECIAL REQUIREMENTS

MATERIAL: FIBERGLASS REINFORCED POLYESTER (FRP)
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DETAIL A

WINDOW MATERIAL: S.A.R. ACRYLIC, 1/4" THICK

ABRADE INSIDE COVER SURFACE PRIOR TO BONDING

WINDOW BONDED USING MA-320

WINDOW SURFACE FLUSH TOLERANCE: +0.020 / -0.030

0.010 MAX. EXPANSION GAP BETWEEN COVER CUTOUT & WINDOW 

FLUSH BONDED WINDOW

4.25" x 2.25"

SEE DETAIL A



PARTS LIST

DESCRIPTIONPART NUMBERQTYITEM

JW604 MOLDED H&L BOXWP604H&LBOX11

JW604HLL GASKETED & WINDOWED COVERWPJW604HL12

ROUTED JW604 GLASSWPJW604RGLAS13

0.159" BRASS INSERTRMINS45821P44

5.5" HINGERMHING5-1/215

RIVETRMRIV4396

JW604HLL LABELRMLABSTAHLIN3X217

HLL KEEPERRMKEEPLL15018

HLL LATCHRMLATJLL15019

SILICONE SEALANTRTV-732AR10
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NOTES:

1. RTV 732 SILICONE SEALANT SHALL BE APPLIED UNDER ALL LATCHES

    AROUND LATCH HOLES AND TOP OF RIVET AFTER INSTALLATION
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